B Specifications

Insertion Portion | Insertion Portion | |sertion Portion ch I Overall Field of
Tip Shape | Standard Outer | Maximum Outer : anne e o
Diameter Diameter Working Length Inner Diameter Length View
0.7mm 1.0mm 60°
Bent 70°
50mm
0.9mm 1.2mm 0.3mm 2,800mm
MD10 60°
FK10TB Twin Bent 70°
MD6S Straight 1.0mm 1.3mm 70mm 60°

* Products marked with * are Build-To-Order.

m Specifications and appearance are subject to change without notice.

71 Product Name: RUIDO Fiberscope

[7 Regulatory Approval Number in Japan: 21400BZZ00022000
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3CMOS HD Camera FC-304

Recording System

Photos by courtesy of Dr. Toru Suzuki,
Suzuki Eye Clinic

Manufactured by:

FiberTech Co., Ltd. 409-1 Nishimikado, Sakura-shi, Chiba 285-0074, Japan

Contact:

FiberTech Co., Ltd., Tokyo Office

3-23 Kanda-Nishikicho, Chiyoda-ku, Tokyo 101-0054, Japan

Phone: +81-3-5259-7600 Fax: +81-3-5259-1155

MD-UTF1004.12/202112A

www.fibertech.jp
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Tel) 02-596-4380
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